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5.0-in. O.D. stainless-
     steel casing

23-in. (0-13 ft) 
borehole

  14.5-in. (26-290 ft) 
  borehole 

Drawing Not to Scale

18-in. surface casing to 12.0 ft

Cement with 3.2% bentonite

Cement pad  (pending)

10 3/4-in. locking protective cover 

79.0 ft

All depths
feet below 
ground surface

Cement

Cement

30/70 sand

Washed gravel

Bentonite chips and washed gravel (50/50 mix)

Bentonite chips and 8/12 sand (50/50 mix) 

Bentonite pellets and 8/12 sand (50/50 mix)

355.6 ft

722.8 ft

TD 1097 ft

456.6 ft

968.4 ft

         Screen #1 
(363.2 ft to 379.2 ft)

         Screen #2 
(730.4 ft to 746.4 ft)

          Screen #3 
(895.5 ft to 937.4 ft)

 Sump
(937.4 ft to 977.0 ft)

20/40 sand 

608.0 ft
581.0 ft

1075.3 ft

977.0 ft

Cement
282.0 ft

291.6 ft

Bentonite chips & 20/40 sand (50/50 mix)

Bentonite chips

Bentonite chips & 6/9 sand (50/50 mix)

Bentonite chips and washed gravel (50/50 mix)

30/70 sand

Bentonite chips and 6/9 sand (50/50 mix)

  12.25-in. (290-1097 ft) 
  borehole 

725.0 ft

13 3/8-in. drill casing left in place (60-290 ft)

297.6 ft

298.1 ft
30/70 sand

354.8 ft

383.6 ft

418.6 ft

420.6 ft
421.6 ft

489.0 ft

572.4 ft

Bentonite chips and 8/12 sand (50/50 mix)

Slough

949.8 ft
946.8 ft

Bentonite pellets

30/70 sand

20/40 sand

880.0 ft
879.0 ft

806.0 ft

794.5 ft

30/70 sand

Bentonite pellets and 8/12 sand (50/50 mix)

Cement

Bentonite pellets and 8/12 sand (50/50 mix)

30/70 sand

20/40 sand

30/70 sand

756.0 ft

754.0 ft

Note:  The screen intervals list the footages of the pipe perforations, not the tops and bottoms of screen joints.

Centralizer Depths:

72.7 ft to 74.3 ft

261.8 ft to 263.4 ft

382.2 ft to 383.8 ft

575.0 ft to 576.6 ft

360.0 ft to 361.6 ft

727.2 ft to 728.8 ft

754.9 ft to 756.5 ft

890.6 ft to 892.2 ft

940.6 ft to 942.2 ft

16-in. (13 -26 ft) 
borehole

Figure 4.2-1. As-built well completion diagram of well R-7




